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Antenna Mounts

Code  99657 Code 70144

Code  98692

Fixed antenna mount, H 41mm, Diam. 70mm

Four way antenna ratchet mount, two knobs
This ratchet mount antenna is made o f reinforced nylon and may 
be fixed to the deck or bulkhead o f your boat. It a llows you to adjust 
the antenna in several positions e ither vertically or horizontally. Set 
the antenna at the position o f your preference and lock its position 
manually. A  special rift on the top  o f the antenna is appropriate for 
coaxial and GPS cables. It is available in white colour.

Antenna Rail mount, 2  adjustment knobs
This rail mount is made o f reinforced nylon and may be fixed 
to rails o f 19.1-25.4mm diameter. It allows full adjustm ent with 
which you can achieve com plete horizontal and vertical position 
o f the antenna. Two screws on the side o f the mount allow you 
to lock the position o f the antenna. It has a special rift to hold 
coaxial and GPS cables. Code  99740

Code  98698

Antenna Rail mount, 1 adjustment knob
This ratchet mount is made o f reinforced nylon and may be installed 
on rails o f 19.1 up to 25.4mm diameter. The ratchet mount allows 
you to adjust the horizontal position o f the antenna manually. It is 
available in white colour.

Antenna mount, H 100mm, Diam. 70mm

Code  98687

Four way antenna ratchet mount, single knob
This ratchet mount antenna is made o f reinforced nylon and may 
be installed on the deck or bulkhead o f your boat. It allows you 
to adjust the position horizontally and also locks manually at the 
angle o f your preference. It is available in white colour.

Code  99660

Antenna Rail mount, H 65mm

Marine Stereo Speakers & Megaphone
Sea Sound Speakers
W ith Sea Sound Speakers installed in your boat, you can relax o r party - listening to your favourite music. Ideal fo r use in boats, since they are w ater (31302 & 31303) and corrosion proof. There 
are two types o f speakers available; the 2-way and 3-way speakers. The 2-way speakers may be mounted both indoors and outdoors. On the other hand, the 3-way speakers should only be used 
inside the boat and can be mounted e ither horizontally o r vertically allowing the speakers 360o o f movement. The 3-way speakers are available only in black and the 2-way available only in white.

3 Way Speaker Set
Code 31304

Technical Specification:

- 3-Way Speaker Set 180W
- Impedance: 4 Ohm
- Sensitivity: 92 db
- Frequency R esponse: 80-20000Hz
- Peak Power: 180W (per pair)
- RMS Power: 60W (per pair)
- Material: Polypropylene cone
- Magnet: 5.4Oz

D im ens ions
Height: 21cm 
Depth: 12cm 
Width: 13.5cm

Code 90168

Technical Specifications: 

31302
- 5 1/4’’ 2-Way Speaker Set 80W
- Impedance: 4 Ohm
- Sensitivity 88db
- Frequency Response: 80-18000 Hz
- Max: 80W (per pair)
- RMS Power: 70W (per pair)
- Material: UV-stabilised A b S plastic
- Dimensions: 5,25’’(133.4mm)

M o un ting  D im ens ions
Depth: 53mm, Hole: 115mm 
Magnet: 238g (5.4oz +  3oz)

Megaphone with Siren Lalizas 
16W, 320m
- Diameter: 200mm
- Length: 350mm
- Power: 20W
- Sound Coverage: 400m approx.
- Function: Talk/Siren (or Music)
- Batteries: 6D (not included)
- ABS Housing

Code 31302 31303
Diam eter (in) 5 W 6 1/2”
Watt 80W 100W
Colour White White

31303
- 6 1/2’’ 2-Way Speaker Set 100W
- Impedance: 4 Ohm
- Sensitivity 90db
- Frequency Response: 60-18000 Hz
- Max: 100W (per pair)
- RMS Power: 80W (per pair)
- Material: UV-stabilised A b S plastic
- Dimensions: 6,5’’ (165mm)

M o un ting  D im ens ions
Depth: 64mm, Hole: 136mm 
Magnet: 411g (8oz +  6.5oz)
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